Spindle Motor Horizontal Adjustment in Tangential Direction
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Perform this adjustment with the tracking servm-in_ciosed_lnﬂp_status,

Undo the lockscrew with a 1.5¢ hexagonal screwdriver, place  6mm wrenchs
over the angle adjustment hexagonal bolt as shown in otograph 9., and

adjust to obtain flattened peaks in the RF waveform at the inner,
intermediate, and outer track sections. ' '

This adjustment inwolwes turning both the screw and bolt by about the same
amount but in opposite directions.

After completing the adjustment, secure the lockscrew by applying locktite.

Photograph 9. Spindle Motor Horizontal Adjustment
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MODEL P-D70 COMES IN FIVE VERSIONS DISTINGUISHED AS FOLLOWS:

Typa WVoltage Ramarks
HEM AC220V, 240V [switchabla) European modal

HEBE AC220V, 240V (switchabla] Univad Kingdom modal

Ku KC AC120V only U.s.A model , CANADA model
5 AC110V, 120V, 220V, 240V {switchablal Ganaral axport model

5iG i ACTIOV, 120V, 220V, 240V [switchabla) .S A, military model

This supplement describes in detail a number of procedures which must be
performed when replacing the P-D70 spindle motor as described in the VRT-024
Service Marmual. These procedures include the grating adjustment (pp.l6 and
17), the spindle motor position adjustwment (p.18), and the spindle motor
horizontal tangential adjustment (p.18).

When performing these adjustments, use this supplement together with the
Service Manual (VRT-024). If there are any differences from the Service
Manval , follow the instructions given in this supplement.

Precautions

Replacement of the pickup actuator requires the use of a special (and
expensiwe) Jjig, and a rather sophisticated technigque. If a faulty pickup
actuator is suspected, replace the entire pickup. The pickup described in the
Service Manual (pp.7 thru 10) cannot generally be adjusted.






